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DATA SHEET

POLYCARBONATE CONNECTORS, 2 to 12 contacts



• Coupling : with screw with anti-vandalism system.

• Contacts : gold plated brass , to crimp (for receptacles and plug) except 1 receptacle

• Crimping : 

Description Contact Wire 
2 cts Ø3 - PG13 12-11-01 (black) 0,5 to 1,5 

2 cts Ø3 - PG13 12-11-01 (black) 0,5 to 1,5 

2 cts Ø3 - PG16+ 12-11-01 (black) 0,5 to 1,5 

12 cts Ø3 - PG13 12-11-01 (black) 0,5 to 1,5 

12 cts Ø3 - PG16+ 12-11-01 (black) 0,5 to 1,5 

2 cts Ø3 - PG13 12-11-02 (red) 0,5 to 1,2 

5 cts Ø3 - PG13 12-11-02 (red) 0,5 to 1,2 

5 cts Ø3 - PG16 12-11-02 (red) 0,5 to 1,2 

• Durability : 300 mating cycles.

• Dimensions : See following drawings.

• Vibrations, shock resistance: In accordance with NF EN 50125-3.

• Withstanding voltage :  ≥ 750V

• Insulation resistance : > 5000 MΩ (under 500 Vcc)

• Contact resistance : < 1 mΩ

• Rating per contact : 3A

• Temperature range : -40°C, +70°C

• Storage temperature : +85°C

• Sealing : IP 67 possible according to cable constitution (in accordance with NF EN 60529)

• Salt spray : 500 hours

SAIB 082-104-04 (without adjustement) 

Crimping clamp

SAIB 082-104-04 (without adjustement)

SAIB 082-104-04 (without adjustement)

SAIB 082-104-04 (without adjustement)

SAIB 082-104-04 (without adjustement)

SAIB 082-104-04 (without adjustement) 

SAIB 082-104-04 (without adjustement)

124-212-04C  (plug)

 -  CLIMATIC CHARACTERISTICS

M22520/1-01 + 084-024-01

On request, contact 12-11-02 (Red) for wire section from 0,5 to 1,2 mm² and contact 12-11-

03 (Blue) for wire section from 1,2 to 1,5 mm²; crimping with crimping clamp M22520/1-01 et

turret 084-024-01 (with 2 different settings) or with SAIB crimping clamp 082-104-04 (without

setting).

124-202-05B (plug)

• Ø cable : 90° angled backshell with polyamid gland-nut PG13 (cable Ø 6 to 12 mm),

PG16 (cable Ø 11 to 14 mm) or PG16+ (cable Ø11 to 15mm).

274-205-101  (plug)
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 -  ELECTRICAL CHARACTERISTICS

Standard
121-212-50 (receptacle)

124-202-04B (plug)

274-202-101  (plug)

124-212-05C (plug)
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RAILWAY INFRASTRUCTURE SIGNALLING
N° DT1059

M22520/1-01 + 084-024-01

274-205-102  (plug) SAIB 082-104-04 (without adjustement) 

M22520/1-01 + 084-024-01

 -  MECHANICAL CHARACTERISTICS

• Shell and insulator :  Polycarbonate, in accordance with fire and smoke  NF F 16101 and

NF F 16102 ; exigence 2 possible on request.

with straight spills Ø1,1.



-  Nota : all connectors are delivered with their contacts.

SAIB

PN
Weight
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 - STANDARD PLUGS

RECEPTACLES and PLUGS Page :

MALE RECEPTACLE 12 Cts Ø 3

121-212-50 40 g

Designation

contacts to be crimped

cable Ø from 6 to 12 mm

FEMALE PLUG 2 cts Ø 3 to be crimped

124-202-04B

FEMALE PLUG 12 Cts Ø 3 to be crimped

91 g

cable gland backshell PG13

cable gland backshell PG16+

MALE RECEPTACLE 12 Cts Ø 3 

cable gland backshell PG13

Flange to be stuck, Cap with nylon cord

cable Ø from 6 to 12 mm

FEMALE PLUG 2 cts Ø 3 to be crimped
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124-212-05C

91 g

cable Ø from 11 to 15 mm

with straight spill contacts

 -  STANDARD RECEPTACLES

45 g

80 g124-202-05B

cable Ø from 11 to 15 mm

121-212-20C

Delivered with (caps front and rear)

Delivered with caps (front and rear)

 - ALTERNATIVE : PLUG WITH CONTACTS TO CRIMP WITH M22520/1-01 CRIMPING CLAMP

FEMALE PLUG 2 Cts Ø 3 to be crimped

274-202-101

124-212-04C

80 g
cable gland backshell PG13

Cable Ø from  6 to 12 mm Wire section 0,5 to 1,2 mm²

Fixing by 4 screws M4 , Cap with nylon cord

cable gland backshell PG16+

FEMALE PLUG 12 Cts Ø 3 to be crimped

Delivered with caps (front and rear)

80 g

FEMALE PLUG 5 Cts Ø 3 to be crimped

274-205-101 84 g
cable gland backshell PG13

cable Ø from 6 to 12 mm

FEMALE PLUG 5 Cts Ø 3 to be crimped

Delivered with caps (front and rear)

274-205-102 84 g
cable gland backshell PG16

cable Ø from 11 to 14 mm



SAIB PN Weight

084-001-01 5 g

12-07-03 5 g

SAIB Connectique  7, rue Salvador Allende 42 350 LA TALAUDIERE France — Phone +33(0)4 77 74 03 17  eMail : saib@saib.fr

Cts Ø 3 lg. 24 — P.N. 12-11-02 & 12-11-03

CRIMPING CLAMP

084-000-01 524 g(M22520/1-01)

Cts Ø 3 lg. 24 — P.N. 12-11-02 & 12-11-03

Wire section 0,5 to 1,2 mm²

 -  TOOLING AND SPARE PARTS FOR OPTIONAL VERSIONS

CRIMPING GAGE

084-000-02 13 g(M22520/3-1)

for crimping clamp 084-000-01

TURRET

084-024-01 109 g

CONTACT (Blue)

12-11-03 1 gto be crimped Ø 3 lg.24 mm

Wire section 1,2 to 1,5 mm²

CONTACT (Red)

12-11-02 1 gto be crimped Ø 3 lg.24 mm
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TOOLING AND SPARE PARTS Page :

12-11-01 1 g

470 g

083-105-01

Designation

CRIMPING CLAMP

22 gof the joining ring

DISMANTLING TOOL

CONTACT (Black)

Ø 3 length 24 mm to be crimped

082-104-04

 - SAIB TOOLING AND SPARE PARTS

for contact Ø 3 - PN : 12-11-01

Wires section 0,5 to 1,5 mm2

Mounting of the contacts into the insulator

INSERTION TOOL
083-103-02   

Ind. A
8 g

CAP (with nylon cord lg.160 mm ±10)

for receptacle

LOCKING KEY

for the plug

 -  ACCESSORIES
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EMBASE MÂLE 12 cts Ø3 à picots  Bride à coller - avec bouchon imperdable
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EMBASE MÂLE 12 cts Ø3 à sertir  Fixation par 4 vis M4 - avec bouchon imperdable
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FICHES FEMELLES à verrouillage anti-vandalisme ou écrou hex. 15 mm

CODE SAIB

N° De Plan : 3780

Couleur : /

Protection : /

Tol. Géné. : / 

Finition:  /    

Poids : /

ECH :

1:2
Réf. client :

CE DOCUMENT EST LA PROPRIETE DE SAIB CONNECTIQUE ET NE PEUX ETRE REPRODUIT OU COMMUNIQUE SANS SON AUTORISATION.
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Plan d'encombrement
CONNECTEUR EB27 212

Ind. Evolutions Date Dessiné par Validé par

87 env.

55.5

31,5 16,5

75 env.

Encombrement avec système 
anti-vandalisme

Encombrement avec écrou 
hexagonal 15 mm.

VERSION SUR DEMANDE

www.saib.fr

Suppression indications Ø câbles 04/02/2019 OBB
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