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RAILWAY INFRASTRUCTURE SIGNALLING
N° DT 1060
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DATA SHEET

POLYCARBONATE CONNECTORS, 2 to 4 contacts



• Shell and insulator :  Polycarbonate, in accordance with fire and smoke  NF F 16101 and NF F 16102.

• Coupling :  quarter turn with bayonet or by tearing off.

• Contacts : hermaphrodite Ø2,5, gold plated brass

• Durability : 500 mating cycles.

• Dimensions : See following drawing.

• Vibrations, shock resistance: In accordance with NF EN 50125-3.

• Withstanding voltage :  ≥ 2000V

• Insulation resistance : > 5000 MΩ (under 500 Vcc)

• Contact resistance : < 1,3 mΩ

• Rating per contact : 5A

• Temperature range : -40°C, +85°C

• Sealing : IP 67 in accordance with NF EN 60529

• Salt spray : 500 hours

 -  ELECTRICAL CHARACTERISTICS

DT 1060
Ind D

N°

08/12/2017

TECHNICAL CHARACTERISTICS

Wire section from 0,5 to 1,5 mm².

IF27 104 Range

• Holding force (tear-off version) : 40 N.

  Disconnection after 3 mm stroke.
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RAILWAY INFRASTRUCTURE SIGNALLING

 -  CLIMATIC CHARACTERISTICS

SAIB Connectique  7, rue Salvador Allende 42 350  LA TALAUDIERE France — Tel +33(0)4 77 74 03 17  Fax +33(0)4 77 93 39 85 eMail : saib@saib.fr

 -  MECHANICAL CHARACTERISTICS

To crimp (on receptacles and plugs) according to NF F61-030.

• Receptacle output : Wires or cable gland for Ø3 to 8 mm.
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• Plug output : Cable gland for Ø3 to 8 mm.



-  Nota : all receptacles are delivered with their contacts.

SAIB PN Weight

MALE RECEPTACLE 

271-102-141 (2 cts) 19 g
contacts Ø2,5 to be crimped 

Cable gland for 2 wires Ø 2 to 3 mm

4 holes Ø 2,6 for fixing

FEMALE RECEPTACLE 272-102-140 (2 cts)

272-103-140 (3 cts)

272-104-140 (4 cts)

15 gcontacts Ø2,5 to be crimped 

Fixing by 4 screws M2,5

MALE RECEPTACLE 271-102-140 (2 cts)

271-103-140 (3 cts)

271-104-140 (4 cts)

14 gcontacts Ø2,5 to be crimped 

Fixing by 4 screws M2,5

Designation

FEMALE RECEPTACLE 60° 272-102-170 (2 cts)

272-103-170 (3 cts)

272-104-170 (4 cts)

16 gcontacts Ø2,5 to be crimped 

Fixing by 4 screws M2,5

MALE RECEPTACLE 60° 271-102-170 (2 cts)

271-103-170 (3 cts)

271-104-170 (4 cts)

15 g

contacts Ø2,5 to be crimped 

Fixing by 4 screws M2,5

Fixing by 4 screws M2,5

contacts Ø2,5 to be crimped 

Fixing by 4 screws M2,5

RAILWAY INFRASTRUCTURE SIGNALLING
N° DT 1060

IF27 104 Range Ind D

Date : 08/12/2017

RECEPTACLES

contacts Ø2,5 to be crimped 

Page :

FEMALE RECEPTACLE IN RELIEF 272-102-120 (2 cts)

272-103-120 (3 cts)

272-104-120 (4 cts)

13 g
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 -  RECEPTACLES

12 g

271-102-120 (2 cts)

271-103-120 (3 cts)

271-104-120 (4 cts)

MALE RECEPTACLE IN RELIEF 



-  Nota : all plugs are delivered with their contacts.

SAIB PN Weight

SAIB Connectique  7, rue Salvador Allende 42 350  LA TALAUDIERE France — Tel +33(0)4 77 74 03 17  Fax +33(0)4 77 93 39 85 eMail : saib@saib.fr

Contacts Ø2,5 to be crimped

PG 7 for cable Ø3 to 6.5 mm

Contacts Ø2,5 to be crimped

PG 7 for cable Ø3 to 6.5 mm

Contacts Ø2,5 to be crimped

PG 7 for cable Ø3 to 6.5 mm

Contacts Ø2,5 to be crimped

FREE COUPLER CONNECTOR 277-102-101 (2 cts)

277-103-101 (3 cts)

277-104-101 (4 cts)

13 gContacts Ø2,5 to be crimped

PG 9 for 4 wires Ø3

FEMALE PLUG 274-102-101 (2 cts)

274-103-101 (3 cts)

274-104-101 (4 cts)

16 gContacts Ø2,5 to be crimped

PG 9 for 4 wires Ø3

MALE PLUG 273-102-101 (2 cts)

273-103-101 (3 cts)

273-104-101 (4 cts)

15 g

PG 9 for 4 wires Ø3

FREE COUPLER CONNECTOR 277-102-100 (2 cts)

277-103-100 (3 cts)

277-104-100 (4 cts)

13 g

FEMALE PLUG 274-102-100 (2 cts)

274-103-100 (3 cts)

274-104-100 (4 cts)

16 g
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 -  Quarter turn PLUGS with bayonet

Designation

MALE PLUG 273-102-100 (2 cts)

273-103-100 (3 cts)

273-104-100 (4 cts)

15 g

RAILWAY INFRASTRUCTURE SIGNALLING
N° DT 1060

IF27 104 Range Ind D

Date : 08/12/2017

PLUGS Page :



-  Nota : all plugs are delivered with their contacts.

SAIB PN Weight

 -  TEAR-OFF PLUGS

SAIB Connectique  7, rue Salvador Allende 42 350  LA TALAUDIERE France — Tel +33(0)4 77 74 03 17  Fax +33(0)4 77 93 39 85 eMail : saib@saib.fr

PG 9 for cable Ø4 to 8 mm

274-102-100 (2 cts)

274-103-100 (3 cts)

274-104-100 (4 cts)

Contacts Ø2,5 to be crimped 

FREE COUPLER CONNECTOR 277-102-100 (2 cts)

277-103-100 (3 cts)

277-104-100 (4 cts)

15 g

Designation

PG 9 for cable Ø4 to 8 mm

273-102-100 (2 cts)

273-103-100 (3 cts)

273-104-100 (4 cts)

13 gContacts Ø2,5 to be crimped 

PG 9 for cable Ø4 to 8 mm

08/12/2017

MALE PLUG 

Page :

Contacts Ø2,5 to be crimped 

 -  Quarter turn PLUGS with bayonet

MALE PLUG 

160 g

16 g

Female plug 274-102-100

with anti-vandalism ring,

SENV-S 2x1 mm² cable (2 m),

PMA PIST-10B conduit (1,15 m),

Fittings for both ends.

TEAR-OFF MALE PLUG 
273-102-182 (2 cts)

273-103-183 (3 cts)
15 g

DT 1060

IF27 104 Range

PLUGS 5/7

Ind D
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RAILWAY INFRASTRUCTURE SIGNALLING
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 -  WIRED KIT

FEMALE PLUG

 for level crossing barrier

875-102-00 (2 cts)

FREE FEMALE COUPLER CONNECTOR
276-102-182 (2 cts)

276-103-183 (3 cts)
13 gContacts Ø2,5 to be crimped

Contacts Ø2,5 to be crimped



SAIB PN Weight

MOUNTING SUPPORT FOR

087-027-02 66 gMALE PLUG

SAIB Connectique  7, rue Salvador Allende 42 350  LA TALAUDIERE France — Tel +33(0)4 77 74 03 17  Fax +33(0)4 77 93 39 85 eMail : saib@saib.fr

MOUNTING SUPPORT FOR

087-027-01 65 gFEMALE PLUG

GAGE FOR CONTACT

085-027-01 7 gto check mounting position

CONTACT EXTRACTION TOOL

086-027-01 37 g

CONTACT INSERTION TOOL

085-025-01 36 g

084-000-02 13 g

CRIMPING GAGE

(M22520/3-1)

084-024-01 109 g

TURRET
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 - TOOLING

084-000-01 524 g

CRIMPING CLAMP

(M22520/1-01)

Designation

RAILWAY INFRASTRUCTURE SIGNALLING
N° DT 1060

IF27 104 Range Ind D

Date : 08/12/2017

TOOLING AND SPARE PARTS Page :



SAIB PN Weight

OBTURATOR Ø1,7 FOR CABLE GLAND SEAL 51-70-22

0,1 g

OBTURATOR Ø3 FOR CABLE GLAND SEAL 51-70-19

N°

7/7

SAIB Connectique  7, rue Salvador Allende 42 350  LA TALAUDIERE France — Tel +33(0)4 77 74 03 17  Fax +33(0)4 77 93 39 85 eMail : saib@saib.fr

CONTACTS to be crimped

24-60-01 1 gØ 2,5 lg. 24 mm

08/12/2017

TOOLING AND SPARE PARTS

RAILWAY INFRASTRUCTURE SIGNALLING

 - TOOLING

DT 1060

Designation

MOUNTING SUPPORT

Page :

IF27 104 Range

63 gFOR CONTACTS

Ind D

Date :

087-027-03
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